Dynamic module DM3...ZS... with rack and pinion drive

325

-1 carriage with gearbox left (Order code Carriage = A) or with gearbox right (Order code Carriage = B)

Nominal size

Dimensions
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DM Rack and pinion Axial load rating Positioning Repeating Acceleration
drive accuracy accuracy
Size Stroke/R F .../1000 mm a .
[mm] [N] [p/mm] [mm] [m/s?]
160.001
DM3.zs... _ . K 37/1000 2 +0.022 509
(60.93 x 1) *

" Depends on speed and load

2 Without considering backlash and load

9 Maximum possible value; precise value for your specific application to be determined with our technical sales department

DM Travel speed Area moment of Stroke Feed and Mass/carriage
inertia max. friction force transported
7 (without gearbox)
Y J—
Guide Drive
Type A Ve I, Ry m,
[M/min]  [m/min]  [cm?¥] [em?] [mm] N] kal
5450 (1 i 9
DM3.ZS.. 3609 4 4352 8260 (1 camiage) 607 16.0
5000 (2 carriages) ¥

4 Depends on load and gear ratio

9 Longer strokes on request
9 Higher speeds on request

7 Without idling-torque gearbox; this is dependent on the gear ratio

Load ratings
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Torques

Designation L - Weight (excluding gearbox)
[mm] [mm] [kl
DM3.ZS...A/B... Stroke + 534 L-40 55.6 kg + 5.0 kg/100 mm Stroke

For CAD data, contact LINE TECH =

Enquiry (technical/quote)

Dynamic module Maximum permissible forces [kN] Maximum permissible torques [Nm]

Type static dynamic static dynamic
Cyo1a oy Cyise  Czize My, My, Mz, Mx e My, Mz,
DM3.ZS... 311.5 311.5 208.8 208.8 29600 35950 35950 19840 24470 24470

Download data sheet (PDF) Download catalogue (PDF)
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