Linear module LM3...NZ...N with toothed belt drive

LM Toothed belt drive Axial Positioning Repeating Acceler-
load accuracy accuracy ation
Size Type/division Pinion Stroke/rev Tension®  F .../1000mm  a_
d, x Ig [mm]  [mm] [mm/m] [N] [u/mm] [mm] [m/s?]
LM3...Z... HTD5M 49.34 x 31 155 0.245 LD 200/1000 2 <0202 50.0"
d, x I, = pinion diameter x pinion width
1) depending on speed and load
2) backlash not factored in
3) belt tension/metre [mm/m] per 100 N tensile force
LM Movement Moments of Stroke Steel strip Feed and Moved
speed inertia max. friction mass
z force
Guide Drive
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Linear modul Maximum permissible load [kN] Maximum permissible torque [Nm]
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Nominal size Dimensions W= statie & Cynam|c o i/la © " " N\Jl/nam|c "
Designation L Ly Belt length Weight Oyora 2 Yha Ziz 2 o 2 X z
[mm] [mm] [mm] kgl LM3...Z...N 35.0 35.0 18.0 18.0 286 1185 1185 160 923 923
LM3...NZ...N Stroke + 435 L-190 2 x Stroke + 730 4.50 kg + 0.60 kg/100 mm Stroke The determination of dynamic load ratings and torques is based on a 50,000 m stroke. If comparative values must be calculated

for a 100,000 m stroke, the values for M, My, M, and C must be divided by the factor 1.26.

With a view to serviceable life, loads of less than 20% of the dynamic load ratings have generally proved to be expedient.
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Variants/dimensions with protective strip (LM3...BZ...N) see catalogue

CAD data Enquiry (technical/quote)


https://linetech.partcommunity.com/3d-cad-models/lm3-2-linear-module-mit-linearschienenführung-und-zahnriemenantrieb-line-tech?info=line_tech%2Feigenprodukte%2Flinearmodule%2Fbaugroesse3%2Flm32zahn_asmtab.prj&cwid=2422
mailto:sales@linetech.ch?subject=Anfrage+(Tech./Offerte)&body=https%3A%2F%2Flinetech.ch%2Ffr%2Fdatasheet%3Fid%3D2544%26
https://linetech.ch/fr/datasheet?id=2544&
https://linetech.ch/docs/LineTech-Kataloge/LineTech-Linear-modules-LM_e.pdf?v=1757313080

